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Rwy 22 Thr Elev 295
513633.98N 0040346.49W

(GUND Elevation 174) 

Rwy 04 Thr Elev 261
513601.13N 0040425.26W

(GUND Elevation 174) 

Rwy 10 Thr Elev 256
513604.22N 0040432.85W

(GUND Elevation 174) 

Rwy 28 Thr Elev 255
513601.39N 0040351.84W

(GUND Elevation 174) 

RUNWAY/TAXIWAY/APRON PHYSICAL CHARACTERISTICS
APRON / RWY / TWY SURFACE BEARING STRENGTH
RWY 04/22 Concrete 15/R/C/Y/T
RWY 10/28 Asphalt 12/F/C/Y/T
Apron Concrete 15/R/C/Y/T  
Apron Asphalt 12/F/C/Y/T
Twy A/B Asphalt 8/F/C/Y/T

BEARINGS ARE MAGNETIC
ELEVATIONS AND HEIGHTS ARE IN FEET

GUND (Geoid Undulation) =
The height of the Geoid (MSL) above the

Reference Elipsoid (WGS 84) at the stated position.

ELEVATIONS IN FEET AMSL    328
HEIGHTS IN FEET ABOVE AD   (29)

COM
A/G 119.700 SWANSEA RADIO
 121.600 SWANSEA FIRE

AERO INFO DATE 18 MAY 17

AERODROME
CHART - ICAO

AD ELEV 299FT SWANSEA
EGFH

ARP 513619N 0040404W

CHANGE (9/17): MAG VAR. RWY HEADINGS. RWY 04/22 APAPI REMOVED. SOUTHERN WINDSLEEVE REPOSITIONED.

UNITED KINGDOM AIP AD 2-EGFH-2-1
17 Aug 2017

CIVIL AVIATION AUTHORITY AMDT 9/2017


	
	
	
	
	
	Aerodrome Chart - ICAO






